FOOD SAFETY & HYGIENE

KEN EQUIPMENT WASHER
DISINFECTOR IQ10
INTELLIGENT AND SUSTAINABILE SOLUTION FOR
CLEANING PROCESS EQUIPMENT
Reduced water, power and chemical consumption
Improved working environment
User friendly
Traceability and documentable food safety
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In these days KEN HYGIENE SYSTEMS A/S is introducing our new
multifunctional Equipment Washer Disinfector IQ10. For 75 years,
KEN’s washing solutions have been characterized by high functionality, solid Danish quality and efficient utilization of resources. Our IQ10 is certainly no exception.
IQ10 has been developed as the ideal solution for achieving the highest
possible level of hygiene for washing and disinfection of critical process
equipment, either with larger dimensions or larger quantities at once – For
example, several mulithead weighers can now be washed and disinfected
at once.
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Total traceability and documentation
Via the machine’s IP adress, the quality
department can read the procedures of
the individual washing programs and
batches, and thereby obtain assurance
that the programs have proceeded as
specified.
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FACT:
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different sizes of equipments, such
as vessels, utensils, containers and
multihead weighers
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equipment. Trollyes can be modified and adapted to the specific load
assuring best performance, ergonomics and transport safety.

KEN HYGIENE SYSTEMS A/S
Bøgebjergvej 60 · DK-5672 Broby
T +45 6263 1091 · ken@ken.dk
industrial.ken.dk

temperatures and process times can be
read.
Should

the

specified

amount

of

water, chemistry or temperatures not

reprocessing of different sizes of

Contact a KEN partner

the used chemistry and the obtained

be achieved in one of the phases,
alarms will be issued to the user, and
these are documented in the process
documentation.
KEN IQ10 kan also be connected to the
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